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WE6...6XJ...type

S�ze (NG) 6
Max. Workng Pressure: 315 bar

Max. Flow: 80 L/m 

WE6...Type
Solenod-Operated
Drectonal Valve

Features
- Direct operated direconal solenoid valve,
- Porng paern according to DIN 24 340 form A,
ISO 4401 and CETOP-RP 121 H
- Wet-pin AC or DC solenoids with detachable coil
- Pressure-ght chamber needs not to be opened
for a coil change
- Electrical connecon as individual or central
connecon

Contents
Funcon and configuraons 02
Spec�ficaons 03
Symbols 04
Character�sc curves 04
Techn�cal data 05
Electr�c data 05
Performance l�m�ts 06-07
Un�t d�mens�ons 08-09

DIRECTIONAL FLOW CONTROL VALVE 4WE6
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DIRECTIONAL FLOW CONTROL VALVE 4WE6

Func�on and configura�ons
WE6...6XJ...typevalvesaresolenoidoperated
direc�onal spoolvalves.Theycontrol the
start,stopand direc�ono�ydraulic oil flow.
Thedirec�onalcontrolvalvesconsistofvalve
body(1),oneortwosolenoids(2),thevalve core
(3), andoneortworeturnsprings(4).
Inthede-energizedcondi�onthevalve core(3) is
heldintheneutralorini�alposi�onbymeans
ofreturnsprings (4) (except forimpulsespools).
Thecontrolspool (3)isactuatedviawetpin
solenoids(2).

Toensureproperopera�on,thepressurechambero�he

solenoidmust be filled withoil.

Thevalve core(3)ismovedtotheexpected posi�onby

solenoids(2)andpushingrod(5).This givesfree-flowfrom

PtoAandBtoTorPtoBand AtoT.

Whensolenoid (2)isde-energized,thevalve core(3)is

returnedtoitsini�alposi�onby meanso�hereturn

springs(4). Thesolenoidsmayalsocontrolthevalve core

(3)byanop�onaloverridebu�on(6)underthe

de-energizedcondi�on.

Damp �nsert

P
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DIRECTIONAL FLOW CONTROL VALVE 4WE6

Specficaton

/WE 6 -6XJ

Further deta�ls

�n clear text

Soleno�d d�rectonal valve 

No code = NBR seals
V = FKM seals

( 60Jto 69J: unchanged nstallaton
and connecton dmensons)

W�th spr�ng return  = No code

W�thout sp�rng return =O 

W�thout sp�rng return, and w�th detent  =OF 

Standard soleno�d  =E

Large-scope solenoid (Only for 12V and 24V) =N  

No code = W�thout throttle �nsert
B08 = Throttle Φ0.8 mm
B10 = Throttle Φ1.0 mm
B12 = Throttle Φ1.2 mm
B15 = Throttle Φ1.5mm
B20 = Throttle Φ2.0 mm
B25 = Throttle Φ2.5 mm
B30 = Throttle Φ3.0 mm

24V DC  =G24 
AC 50/60 Hz =W220 Plug

rectficaton 220V =W220R 110V AC

50/60 Hz = W110

220V

W�th concealed hand emergency                         =  N9

3 ways = 3

(For spool A 

and B)

4 ways = 4

No code=W�thout locat�ng hole
/60= W�th locat�ng hole
/62=W�th locat�ng p�n hole
ISO 8752-3×8-St

Z4 = square plugs
(not applcable for the nteger)
Z5L = square plugs wth lamps
K4 = DIN4365 sockets wthout plugs
DL = Connectng box

*/

Nomnal s�ze 6 =6

Seres 60Jto 69J=                        6XJ

Symbols e.g. C, E etc.
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05
Akçaburgaz, Avrupa Otoyolu Hadımköy Bağlantısı 

no:118, 34522 Esenyurt/İstanbul
(0212) 858 22 50 satis@avesta.com.tr www.avesta.com.tr

DIRECTIONAL FLOW CONTROL VALVE 4WE6



06
Akçaburgaz, Avrupa Otoyolu Hadımköy Bağlantısı 

no:118, 34522 Esenyurt/İstanbul
(0212) 858 22 50 satis@avesta.com.tr www.avesta.com.tr

DIRECTIONAL FLOW CONTROL VALVE 4WE6



07
Akçaburgaz, Avrupa Otoyolu Hadımköy Bağlantısı 

no:118, 34522 Esenyurt/İstanbul
(0212) 858 22 50 satis@avesta.com.tr www.avesta.com.tr

DIRECTIONAL FLOW CONTROL VALVE 4WE6



08
Akçaburgaz, Avrupa Otoyolu Hadımköy Bağlantısı 

no:118, 34522 Esenyurt/İstanbul
(0212) 858 22 50 satis@avesta.com.tr www.avesta.com.tr

DIRECTIONAL FLOW CONTROL VALVE 4WE6


	Sayfa 2
	Sayfa 3
	Sayfa 4
	Sayfa 5
	Sayfa 6
	Sayfa 7
	Sayfa 8
	Sayfa 9

